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Handicap Loop is used at the bottom of steps or handcap ramps

External or Internal Adjustable Joiner used for angles

Handicap Loop

ADAHDLW, ADAHDLB

ADAADJ

Adjustable Joiner: 0 to 90°

a) Attach top bracket at desired location using appropriate connectors
b) Cut P-Loop to desired length
c) Connect P-Loop to ADA tube using the appropriate connector (Straight Joiner or Adjustable Joiner)
d) Set P-Loop on top bracket, pre-drill with drill bit and install self-tapping screw provided
e) Install desired lower bracket

a) Miter cut ADA tube with aluminum to desired length
b) Install adjustable joiner inside both ends of the tube
c) Pre-drill 90° corner and straight joiner with drill bit and install self-tapping screw provided
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90° Return Bracket In-Line Wall Mount

Standoff Bracket Aluminum Joiner

90° Bracket used for both post and wall returns In-line Wall Mount used for straight wall connections

Standoff Bracket used for rail applications 
on walls or posts

Internal Straight Joiner used to connect two ADA Tubes or 90° Corner Brackets

a) Cut Aluminum Reinforced ADA Tube to desired length
b) Insert 90° bracket into the ADA tube
c) Install counter sunk screws provided through the bracket
d) Pre-drill aluminum reinforced tube and bracket with drill   
    bit and install self-tapping screw provided

a) Cut Aluminum Reinforced ADA Tube to desired length
b) Insert ADA tube onto the In-line Wall Mount
c) Install counter sunk screws provided through the bracket
d) Pre-drill aluminum reinforced tube and bracket with drill bit 
    and install self-tapping screw provided

a) Install counter sunk screws provided through the 
    bracket into the mounting surface
b) Place rail at appropriate location on the bracket
c) Pre-drill Aluminum Reinforced ADA Rube with 
    drill bit and install self-tapping screw provided
d) Place End Cap on rail

a) Cut Aluminum Reinforced ADA Tube to desired length
b) Pre-drill Aluminum Reinforced ADA Tube and Joiner with drill bit and install 
    self-tapping screw provided

ADA90RBW, ADA90RBB ADAIWBW, ADAIWBB

ADAADJADASOBW, ADASOBB


