
OPTION 2: 
Concrete Mount 
Application
TimberTech SMP3642 
Secure-Mount Post 
Flange Mounted:
36 x 8' and 42" x 6' 
rail applications
Through Bolted:
42" x 8' Rail applications
(Hardware not Included)

36” x 6’ Rail Applications
36" x 8' Rail Applications
42" x 6' Rail Applications

Flange Deck Mount 
Application
TimberTech SMP3642 
Secure-Mount Post 
Installed with Optional
TimberTech SMPDMK Flange 
Deck Mounting Kit 
(Includes: Leveling plate, Base
Plate and Flange Mounting
Hardware)

Secure-Mount Post

42" x 8' Rail Applications
Must Use Through BoltInstallation 

3/8 Hex head bolt, carriage bolt or threaded
rod a minimum of 13" in length must be
mounted through the bottom Post Mount
block and deck (as shown). Installer should
determine the correct length of the bolt
needed and hardware for this application 
is not included.
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1. Plumb post with level and shim between the deck and post-mount base plate, if necessary.
2. Installers must determine the proper mounting hardware.

BLOCKING DIAGRAM

WOOD STRUCTURE APPLICATION

OPTION 1: 

RADIANCERAIL APPLICATIONS

Included in each Secure Mount Post : 
12 - #10 x 2” SS Screws.  (These replace 
the 3” Green screws for the rail to post 
connection)

It is the responsibility of the installer to meet all code and safety requirements, and to obtain all required building permits. The deck and railing installer should determine 
and implement appropriate installation techniques for each installation situation. TimberTech or its distributors shall not be held liable for improper or unsafe installations.


